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3/16” CT5 Refrigerant Charging Hose 
 
 
APPLICATION:  Veneer lined refrigerant charging hose for applications where low permeation 
 is required. 
 
CONSTRUCTION: 
 

Tube Veneer: Nylon 
Tube Tie Gum: Black polychloroprene rubber 
Braid: Braided (1) aramid yarn 
Cover: Nitrile/PVC rubber, RMA class B (medium oil resistance), ozone resistant. 

 
TEMPERATURE:  -22 °F to +203 °F (-30 °C to +95 °C) 
 
WEIGHT: 6.9 lbs per 100 ft of hose 
 
ORDER CODES: 536-611-006 (blue) 
 536-612-006 (red) 
 536-613-006 (yellow) 
 536-614-006 (black) 
 
DIMENSIONS AND PRESSURE RATINGS: 
 

ID ID OD OD WP Burst  
inch mm inch mm psi psi 

0.226 +/- 0.015 5.7 +/- 0.4 0.450 +/- 0.020 11.4 +/- 0.5 800 4000 
 
Meets Industry Standards : UL1963 
 SAE J2196 (R-12, R134a) 
 SAE J2888 (R-1234yf) 
 
UL Recognized for the following refrigerants : R-11, R-12, R-22, R-113, R-114, R-123, 
R-134a, R-401A, R-401B, R-402A, R-402B, R-404A, R-407A, R-407B, R-407C, R-408A, 
R-409A, R-410a, R-414A, R-500, R-502, R-507, FR1GC-FR12 
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